
Series V-FL
with bonding flange 

for plastic coating

Series V-AK
with upward edged bonding 

flange
for plastic coating

Series V-KL
 with clamping flange 

for bituminous or plastic  
waterproofing membranes

Building shell Final construction
Balcony structure plain with tiling plain with tiling under raised tiling with tiling

Diameter 70 70 70

Strainer type

1 3 1 3 1 3

2 4 2 4 2 4

LX-Number LX1221 LX1222 LX1223 LX1224 LX1225 LX1226 LX1227 LX1228 LX1229 LX1230 LX1231 LX1232

 Z

        2               3

FLYER BE SERIE V ENG

System overview

LORO-Balcony drainage

Downpipe length 
2750 mm: Art.-No. 

21432.070X
Downpipe length 

3000 mm:
Art.-No. 21433.070X

Downpipe length 
2750 mm: Art.-No. 

21445.070X
Downpipe length 

3000 mm:
Art.-No. 21446.070X

Downpipe length 
2750 mm: Art.-No. 

21442.070X
Downpipe length 

3000 mm:
Art.-No. 21443.070X

Downpipe length 
2750 mm: Art.-No. 

21425.070X
Downpipe length 

3000 mm:
Art.-No. 21426.070X

Downpipe length 
2750 mm: Art.-No. 

21422.070X
Downpipe length 

3000 mm:  
Art.-No. 21423.070X

Downpipe length 
2750 mm: Art.-No. 

21435.070X
Downpipe length 

3000 mm: 
Art.-No. 21436.070X

Art.-No. 21421.070X Art.-No. 21424.070X Art.-No. 21441.070X Art.-No. 21444.070XArt.-No. 21431.070X Art.-No. 21434.070X

System overview

LORO-X 
balcony drains, DN 70 Series V

Discharge capacity
l/sec

2

1

+

+

Various strainer 
supports

to be used as drains  
without downpipe  

penetration

Various strainer 
supports

to be used as direct 
drains with

downpipe penetration

1,05
 l/sec*

1,05
 l/sec*

1,05
 l/sec*

1,05
 l/sec*

1,05
 l/sec*

1,05
 l/sec*

1,8 l/sec* 1.3 l/sec* 1,8 l/sec* 1,7 l/sec* 1,8 l/sec* 1,3 l/sec* 1,85 l/sec* 1,75 l/sec* 1,85 l/sec* 1,3 l/sec* 1,8 l/sec* 1,7 l/sec*

* at nominal water level of 35mm

1 1 12 2 23 3 34 4 4

New
LORO-X Balcony drainage systems are fire rated R90 as a complete  

system with the certificate number AbP.-Nr. P-MPA-E-09-010 

Base unit, Series V 
consisting of

box-out formwork  
 

base element 

formwork dome

Art.-No. 21400.070X


